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GARMIN 120, 120 XL, 125, 126, 128,

 

130, 135, 152, 210, 215, 220, 225, 230, 235, 76, 

76s, 72, MAP76,  MAP76c, MAP76cs, 60, 

MAP60, MAP60c, MAP60cs, MAP276c,

 

 

 


CONNECTION DETAILS WITH YEOMAN PLOTTER
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Pin 1 Red + 12 volts

 

 

 

 

Pin 2 Black 0 volts

 

 

 Pin 4 Brown

 

 

 

 

 

Pin 3 Blue
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RED

 

12volts power

 

GREEN

 

NMEA OUT (A)

 

BLUE

 

NMEA IN (B)

 

WHITE

 

NMEA IN (A)

 

Thin BLACK

 

0 volts 

and

 

NMEA OUT (B)

 


YEOMAN Thick BLACK (screen) is optional.  Connect to ship’s ground or 0 volts.

YEOMAN SETUP:

NMEA-0183 (factory default)

GARMIN SET UP

See page 45-46 in GPS 120 manual; page 54 in 120XL manual. Always make sure that you use I/O set up.

Select


NMEA/NMEA




NMEA 0183 1.5




4800 baud

Note that Garmin 120 software version 2-00 or later will accept waypoints from the YEOMAN.  Note also that some early GPS units were shipped with interface cables with different coloured wires from the above, if so contact Garmin for an updated interface cable.
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